
 

 
SKYMOTM PAG 
Aircraft Glass Cleaner 

 
 

Properties  

SKYMOTM  PAG Part# SKY108 RTU (Ready To Use) 

Appearance Clear Liquid 

Odor (ASTM D1296) Low  

PH (ASTM E70) Neutral 

Flash Point (ASTM 93) None 

Storage Stability (ASTM F1104) Conform 

Non-Volatile Residue (100mL) Test Method B 
and E (ASTM D1353) 

Conform 

Copper Corrosion (ASTM D130) Conform 

Sandwich Corrosion (ASTM F1110) Conform 

Total Immersion Corrosion ((ASTM F483) Conform 

Titanium Stress Corrosion (ASTM F945) Conform 

Acrylic Crazing (ASTM F484) Conform 

Paint Softening (ASTM F502) Conform 

Cadmium Corrosion (ASTM F1111) Conform 

Hydrogen Embrittlement ( ASTM 519) Conform 

 
 
Shelf Life:  
 

SKYMOTM PAG shelf life is forty eight (48) months when it is stored in 

its original sealed container. 
 
Safety: 
 
Please see Safety Data Sheet (SDS) for further information. 
 

Recommended Storage Conditions:  

 

SKYMOTM PAG should be stored between 40°F – 120°F. Product should be 

stored in a dry converted environment. Product should not be stored in warm, 

direct sunlight. Improper storage conditions can significantly alter the shelf life 

of the product. Such conditions would include temperature, moisture, open 

containers, etc. 

 

 
Manufactured in USA 
 

Description 

SKYMOTM PAG aircraft glass, acrylic and polycarbonate 
cleaner is a product of space age research combined with 
cutting edge chemistry. It is very fast acting while leaving 
no streaks. Just spray on and wipe off. SKYMOTM PAG 
non foaming formulation can be sprayed directly on the 
area to be cleaned or onto a wipe in sensitive areas. It is 
safe on all metals and paints. It has a neutral pH and is 
non-combustible. It has no flash point.  
 
SKYMOTM PAG leaves windows, gauge glass and 
inspection ports sparkling clear. It leaves touch screens 
clear of finger prints, coffee and soda spills. Does not 
leave a film. Its powerful cleaning action ensures that one 
spray and one wipe, i.e. One and Done, will remove 99+% 
of any soil without marring or scratching the surface.   
 
SKYMOTM PAG can be used in an industrial trigger 
sprayer or more effectively in a compressed air powered 
Sure Shot sprayer. For a large quantity of windows high 
off the ground, a SKYMO Syphon Gun with a long 
extension would be appropriate. Just spray on and blow 
off.  

 
Soils Removed 

Tough Dirt Sticky Organic Residue 

Stubborn Grease Grease 

Fingerprints Carbon 

Natural Oils Exhaust Engine Carbons 

 

Features & Benefits  

Ready To Use Leaves No Residue 

Biodegradable No Harsh Chemicals 

Non Toxic Deep Cleaning & Fast Acting 

Non Corrosive Environmentally Sound  

 
Other Specifications   

MIL-PRF-85570 E Type II, RTU 
Boeing D6-17487 

 

 

 

 

 

 

 

 

 

Although SKYMO LLC., believes that the information contained herein is accurate and reliable, it is presented without guarantee or responsibility of any kind and does not constitute any representation or warranty of 
SKYMO LLC., either expressed or implied. A number of factors may affect the performance of any products used in conjunction with user’s materials, such as other raw materials, appl ication, formulation, environmental 
factors and manufacturing conditions among others, all of which must be taken into account by the user in producing or using the products. The user should not assume that all necessary data for the proper evaluation 
of these products are contained herein. Information provided herein does not relieve  the user from the responsibility of carrying out its own tests and experiments, and  the user assumes all risks and liabilities (including, 
but not limited to, risks relating  to results, patent infringement, regulatory compliance and health, safety and environment) related to the use of the products and/ or information contained herein. 

 

SKYMO LLC PH: 305.676.6739 | FAX: 305.676.6681 | sds@skymo.net  
12601 NW 115 Ave Unit 103 Medley, FL 33178 

 

SPECIFICATIONS AMS 1534C, AMS 1535C 

PRODUCT DATA INFORMATION  
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